
The InPoL2 MkII was born out of the need for more power at 4Ω and, consequently, more 
BIAS current. Pathos engineers have worked to improve the power supply of the power amp.
Last but not least, InPoL2 MkII offers the chance to directly connect digital sources, thanks to 
the integration with the already known HiDac Mk2.
The InPoL2 MkII reverts to a linear power supply (transformer - bridge - capacitors). Leaving 
the power of 45W on 8Ω unchanged, it has more power on 4Ω: the BIAS current has 
therefore increased, which has made larger radiators necessary than in the previous version. 
The different choice of power supply allowed us to redesign it in a dual-mono configuration: 2 
transformers (one per channel), 2 rectifier bridges (1 per channel) and 4 capacitors (2 per channel). 
For the InPoL2 MkII we have chosen the prestigious Tung-sol valves, known for their 
airiness, dynamics and sound detail.
The amplifier is once again manageable by remote control: for this new version, the new 
9-button universal remote control has been chosen, which adds the possibility of putting the 
device in stand-by mode even remotely.
The sound, the musicality, the transparency of the InPoL remain the same, but the richness  
of sound has increased.
InPoL2 MkII is designed specifically for the optional HiDac Mk2 board, which activates the 
digital inputs, available by default on the rear panel.
The InPoL2 MkII joins the already well-known jewels in the InPoL series, once again bringing 
innovation and quality to the table.
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14 TECHNICAL SPECIFICATIONS – SPECIFICHE TECNICHE:

Output Power   2 x 45 WRMS @ 8 Ohm, 2 x  75 WRMS@ 4 Ohm 
Frequency response 8 Hz – 65 KHz 
Input sensitivity  480 mVRMS 
Input impedance 17 KOhm
Max Input level 10 VRMS
THD   0,004  %
S/N Ratio  > 97 dB
Gain   32 dB Unbalanced   
   26 dB Balanced
Output impedance < 0,45 Ω 
Dumping factor > 18
Feedback  0 dB
Polarity  inverting

Connections - Connessioni
Analogue inputs 2x balanced XRL, 
   4x unbalanced RCA 
Analogue outputs 1x Pre out stereo balanced XLR

Enviroment conditions  - Condizioni ambientali

Operating temperature: from 5° to 35°C Max (41° to 95°F)
Temperatura operativa: da 5° a 35° C max

Non-operating temperature: from -20° to 60°C (- 4° to 140°F)
Temperatura non operativa: da -20° a 60°C

Humidity: from 5% to 90% (non condensing)
Umidità: da 5% a 90% in assenza di condensa

 
Dimensions - Dimensioni:
Amplifier / Amplificatore  420mm (16,53in) x 555mm (21,83in) x 205mm (8,07in)  
Packed  / Imballato  600mm (23,62in) x 800mm (31,50in) x 350mm (13,77in)  
Net Weight / Peso netto  35Kg (77,16 lb)
Packed weight / Peso imballato:  41 Kg (90,38 lb)


